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Gerätepass 
HPS TU C11A 4700A 600M  
Serien Nr.:  
Baujahr:  
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1   Technische Daten  
1.1 Maße des Pumpcontainers Schallgedämpter 20-ft.-Container mit folgenden Maßen:   -Länge: 9000 mm   -Breite: 2550 mm   -Höhe : 2700 mm   -Gewicht:   000 KG                                           
1.2 Leistungsdaten Motor Caterpillar, Typ:  C-11 ACERT,  Motor Nr.:     Zertifiziert nach DIRECTIVE Stufe IIIA und U.S. EPA Tier III    -Leistung: 313 KW bei 2100 r/min  
1.3 Leistungsdaten Getriebe  Allison Powershift Getriebe Serie 4700 OFS, Getr.-Nr.:    Übersetzungsverhältnis  1.Gang  = 7,63:1       2. Gang = 3,51:1       3. Gang = 1,91:1       4. Gang = 1,43:1       5. Gang = 1,00:1  
1.4 Leistungsdaten Hochdruckpumpe MSI Hochdruckpumpe Typ: TI600, Pumpen-Nr.: Powerend Ser.Nr.:  A466210 + A467201 Antriebsflansch:  Spicer Serie 1800 Eingangsdrehrichtung: Uhrzeigersinn auf Flansch gesehen Eingangsdrehzahl:  max. 2100 min-1 Übersetzungsverhältnis: 4.6 : 1 Getriebeeingang:  Untersetzergetriebe Kurbelwelle:   Sonderstahl, 4-fach gelagert Pleuelstangen:   Sonderstahl Kreuzköpfe:   Sonderstahl, Spezial geformt Gehäuse:   Schweißkonstruktion aus Spezialstahl Lagertypen:   Rollen und Gleitlager Ölsystem:   Zahnradpumpe mit Antrieb vom Nebenantrieb Ölfilter:   Auswechselbare Filterelementen System Schröder Ölmenge:   230 L. Öltyp:    SHC 75W-90LS Öldruck:   80-100 psi (4,8-7 bar) Gewicht trocken:  1615 kg 



         
1.41 Leistungsdaten Fluid End Serien-Nummer:   Fluid End Typ:         Flüssigkeitshochdruckteil Ausführung:   Waagerecht liegend, einteilig, aus Spezialstahl Plungertyp:   Einfach arbeitend, oberflächenbehandelt Ventiltyp:   Geführte Ventile aus Spezialstahl Hochdruckdichtung:  Spezial Packung Hochdruckanschluss:  2“ Gewinde Weco 1502 Plungerölsystem:  30 L. Ölvorrat mit Druckluft beaufschlagt Gewicht:   ca. 685 KG Gewicht der kpl. Pumpe 2300 KG Arbeitsdruck FE 3“max: 14147 psi (975 bar) Fördervolumen max:  248 GPM (938 L.) Abgabeleistung max:  500 HHP = P x V x 2,2         P in bar        V in m3/ min-1   



The TIH-600 is a 600 brake horsepower triplex pump that comes with many standard features, but its most important feature is the MSI commitment to Quality.The MSI TIH-600 Pump is a re-engineered well service pump. The first compact well service pump to utilize the 2 plunger design which eliminates contamination of the power end. The MSI Hybrid Triplex Pump is the first and only of it’s kind which includes:
16 Position Gear Box for both left and right-hand configurations2 Fluid End options for either high-pressure or high-volume servicePower Frame designed for added strength and longevityTools, toolbox, drip-pan and the suction manifold are standard items with each pump.Plunger Greasing System can be installed and shipped with the pump for an extra charge.All external and internal components are phosphate coated for corrosion protection.



The MSI TIH-600 is equipped with the ON-CENTER CROSSHEAD design which:Eliminates 6250 ft-lbs of torque about the wrist pin compared to offset designLowers crosshead bearing pressure by 30% at the start of strokeLowers crosshead bearing pressure by 100% at end of strokeAllows for installation of pumps back to back within 102″Reduces friction between crosshead and crosshead guidesResults in low operating lube oil temperaturesResults in high mechanical efficiencyLeft/Right configuration changes are made easier by the following features in the TIH-600:Dual lube-pipe system eliminates changes to external lube supply lines.Bolt-on feet mean removing and reversing crankshaft is no longer required.Top and bottom flange adapters for changing Oil Breather cap and Oil Drain connectionFluid Ends can be changed to encompass a wide range of high pressure or high volume requirements.Small Fluid End accepts 2-3/4 and 3-inch plungers for high pressure serviceLarge Fluid End accepts 3-1/2, 4, and 4-1/2 plunger sizes for high volume serviceThe TIH-600 has a footprint of 19 square feet making it ideal for jobs where space is at a premium.
The TIH-600 is suited for acidizing, cementing, gravel packing, coil tubing and well stimulation.
All pumps are manufactured under MSI’s ISO 9001 quality program established in 1993

Tel:  +49 (0) 5144-4933752
Fax: +49 (0) 5144-4933753
e-mail: info@hps-rental.de
Web:     www.hps-rental.de

HPS Rental GmbH
Schmolkamp 4B
D-29358 Eicklingen
Germany



SINGLE DIMENSIONS: TRIPLEX OR QUINTUPLEX

DUAL DIMESIONS:      TRIPLEX
            QUINTUPLEX
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Pumptabelle 
HPS Well Service Pump Container HPS 600 
 
 
Ausstattung:                Pumpe MSI TI 600, Plunger 2,5 
                                    Motor CAT C-15, 433 KW 
                                    Getriebe Allison CLT 5960 
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Pumptabelle 
HPS Twin Trailer MSI TI 600 
 
 
Ausstattung:                Pumpe MSI TI 600, Plunger 2,75“  
                                    Motor CAT C-15, 433 KW 
                                    Getriebe Allison CLT 5960 
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Pumptabelle 
HPS Well Service Pump Container HPS 600 
 
 
Ausstattung:                Pumpe MSI TI 600, Plunger 3,“  
                                    Motor CAT C-15, 433 KW 
                                    Getriebe Allison CLT 5960 
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Pumptabelle 
HPS Well Service Pump Container HPS 600 
 
 
Ausstattung:                Pump MSI TIH 600, Plunger 3,5“  
                                    Motor CAT C-15V, 433 KW 
                                    Transmission Allison CLT 5960 
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Pumptabelle 
HPS Well Service Pump Container HPS 600 
 
 
Ausstattung:                Pumpe MSI TI 600, Plunger 4“  
                                    Motor CAT C-15, 433 KW 
                                    Getriebe Allison CLT 5960 
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Pumptabelle 
HPS Well Service Pump Container HPS 600 
 
 
Ausstattung:                Pumpe MSI TI 600, Plunger 4-1/2“  
                                    Motor CAT C-15, 433 KW 
                                    Getriebe Allison CLT 5960 
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